
Compliant with AS1530.1

NCC requirements for external walls 
to be non-combustible.
For a building of Type A or B construction, C2D10(1)(a) 
specifies that elements of external walls, including their 
components, must be non-combustible. 

Components of external walls include façade coverings  
(e.g. render and external cladding).

Types of Construction

Rise in storeys Class of building 
2, 3 and 9

Class of building  
5, 6, 7, 8

4 or more A A

3 A B

2 B C

1 C C

How does Rockcote stack up?
Rockcote has developed a fully non-combustible cement 
render that complies with AS1530.1 for combustibility.

Tested and confirmed by a NATA accredited 
organisation along with existing Quick Render products are:  

NON COMBUSTIBLE RENDERS

Rockcote Quick Render 
Coarse

Rockcote Quick Render 
Fine

Rockcote Quick Render 
Non-Combustible

Rockcote Quick Render 
Off White

Rockcote Quick Render 
Quick Float



phone: 1300 736 668
email: enquiries@rockcote.com.au
18 Machinery Road, Yandina, QLD 4561 www.rockcote.com.au

TEXTURE COATING - AGGREGATE FILLED

Rockcote Acrylic Texture  
Medium & Coarse

Rockcote Polymer Render 
Grey

Rockcote Coloured Render 
Cerano

Rockcote Coloured Render 
Finecote

Rockcote Tuscany Trowel On 
Medium & Coarse

Rockcote Polymer Render 
Off White

Rockcote Coloured Render 
Quicksand Coarse

Rockcote Coloured Render 
Sandcote

Rockcote Coloured Render 
Sandcote Hydratech

Rockcote Coloured Render 
Santini

BONDING AGENTS & PRIMERS

Rockcote Acrybond

Rockcote Fast Bond

Rockcote Masonry Primer Hi Op

Rockcote Rockbond 27

Rockcote Texprime

PATCHING COMPOUNDS

Rockcote Patch & Prep  
(but only as a joint filler)

TEXTURE COATING - NON AGGREGATE

Rockcote Armour 
Matt & Low Sheen

Rockcote Armour Flex 
Matt & Low Sheen

BCA COMBUSTIBILITY 
COMPLIANCE

What about the other Rockcote products?
The NCC recognises that not all products can be non-combustible due to their required performance attributes. 
The following Rockcote products fall in the exempt category under the National Construction Code Volume One: 
C2D10: (4) (o): A paint, lacquer or a similar finish or coating.

AS/NZS 4548.1:1999 Part 1: Wall Coatings - Latex Extensible
AS/NZS 4548.1:1999 Part 2: Latex Finish Coats - High - Build, Low Profile
AS/NZS 4548.1:1999 Part 3: Latex - Texture Coating - Non Aggregate
AS/NZS 4548.1:1999 Part 4: Latex - Texture Coating - Aggregate Filled


